
JAVES OLX-625
Best Performance in LCD Projector

JAVES OLX series brings the latest power of 3 LCD technology into your conference room and class room: 2500 high

brightness, XGA high resolution and comprehensive input & output ports help you to perform a crisp , sharp & perfect

presentation. The projector is weighted only 2.8 Kg, it is ideal for desktop & mobile use as well.

* k= compressed
e= extended

Printed in Hong Kong

JAVES     Javes Projector       Tel: (852) 28875151   Fax: (852) 25031144   E-mail: jng@javesprojector.com   Room 207, 2/F., Block B, Seaview Estate, Watson Road, North Point, Hong Kong.

Excellent 1000:1 high contrast ratio

2500 ANSI lumens high brightness

XGA (1024 X 768) Native resolution

Comprehensive input & output ports

4 : 3 & 16 : 9 switchable image ratio

INPUT / OUTPUT
PC in (Digital) M1 - D/A DVI

PC in (Analog) RGB 15 pin DSUB

S-Video in 1 X 4 - pin Mini Din

Component in only with VGA to M1 adapter

Composite in 1 X RCA

Audio in 2 X 3.5mm stereo mini jack & 2 X RCA

Audio out 1 X 3.5mm stereo mini jack

Monitor out 1 X 15 pin DSUB

RS232 Interface 1 X 15 pin DSUB

FEATURES
Keystone correction Vertical + / - 25 Degrees

Loudspeaker 1 X 2w

Video standards PAL, SECAM, NTSC

HDTV 480i, 480p, 576i, 576p, 720i, 720p, 1080i, 1080p

Projection ratio 4:3 & 16 : 9 switchable

Others OSD, Rear Projection, Freeze, Infrared remote.

TECHNICAL DATA
Model number OLX-625

Resolution (Native) XGA (1024 X 768)

Brightness (ANSI lumens) 2500

Panel system 3 X 0.6" TFT LCD panel

Constrast ratio 1000:1

Support resolution * SXGA(k) ,XGA ,SVGA(e), VGA(e), Mac(e)

Frequence (H / V) 10 - 150 kHz / 50 - 150 Hz

Projection lens 18.6 - 22.3 mm Manual zoom

Projection distance 1.2m - 9.1m

Projection ratio 1:1.6m - 1.88m

Projection lamp 200w UHP

Voltage 85 - 275 V, 50 / 60 Hz

Noise level < 36 dB

Dimmensions 308mm X 233mm X 92mm

Weight 2.8 Kg
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