JAVES

Projection Products

Super Short Throw

DLP Projector

Model No.

USI-D260ST ‘ USI-D300ST

USI-D350ST

Specification

Resolution 1024 x 768

Display Tech DLP 0.55” DMD

Brightness 2600Lm 3000Lm 3500Lm
Throw ratio 06 / 1m@80”" image

Uniformity 85%

Lens Manual Zoom / Focusing alignment

Power Consumption 230W 260W 280W

180W/ 3000 hours 200W/ 3000 hours,

230W/ 3000 hours,

Lamp Life

ECO 5000hours. ECO 5000hours. ECO 5000hours.
Contrast Ratio 2200: 1
Digital Keystone 20%

Offset

105%~118%

Input VGAXx2,AVx1,RJ45x1

Output VGA X 1

Video 480i, 480p, 576i, 576p, 760p, 1080i
Computer VGA,SVGA,XGA,SXGA ,WXGA,UXGA
Speaker Build-in 2W x 1

Power Supply 100V - 240V @ 50-60Hz

Noise <32dB

Size 280x213x88(mm)

Weight 2.89kg

Accessories

Standard accessory

VGA Cable, Power Line, Remote Control, User’'s manual CD
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Tel: (832} 2887 5151

JAVES Projector

Address: Room 2107, 21/F, New Trend Centre, 704 Prince Edward Road East, Kowloon, Hong Kong.
e-mail: jng@javesprojector. com

Fax: (852) 2887 8822




Short Throw
DLP Projector

Model No. | USI-D300STE
Specification
Resolution 1024 x 768
Display Tech DLP 0.55” DMD
Brightness 3000Lm
Throw ratio 1.0 / 1m@50” image
Uniformity 85%
Lens Manual Zoom / Focusing alignment
Power Consumption 260W
Lamp Life 200W/ 3000 hours, ECO 5000hours.
Contrast Ratio 2200:1
Digital Keystone 20%
Offset 105%~118%
Input VGAx2,AVx1,RJ45x1
Output VGAx 1
Video 480i, 480p, 576i, 576p, 760p, 1080i
Computer VGA,SVGA XGA,SXGA,WXGA,UXGA
Speaker Build-in 2W x 1
Power Supply 100V — 240V @ 50-60Hz
Noise <32dB
Size 280x213x88(mm)
Weight 2.89kg
Accessories
Standard accessory | VGA Cable, Power Line, Remote Control, User’s manual CD
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