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Remote Controller
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Projection Products

AuDIO:
Balance
Recall
SYSTEM:
Language (Support English)
0SD location (Adjust the display position of menu)
Transparency (Adjust the display transparency of menu)
OSD timeout (Define seconds of auto quit of menu without any operations)
Usage sample (Adjust transparency and OSD Location)
1, Press "MENU"
2. Select “System” by click “Down”
3. Press “OK"
4. Select *OSD Location” by click “Down”
5. Press ‘0K’
6. Press “VOL" to adjust OSD display position
7. Press “DOWN" to adjust Transparency directly
8. Press "Menu" continuously to quit the setting or press "EXIT" to quit setting .or it would
be automatically quit after 15 seconds.
TIPS : Under “DISPLAY JADVANCE/AUDIO" menus, you could select "RECALL" to restore
10 the default setting easily.
UP: Select the submenu above
DOWN: Select the submenu down
EXIT: To quit the menu or submenus, VOL adjustment.
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Projection Products

EXIT: To quit the menu or submenus, VOL adjustment,

VOL-: Decrease system volume;

Adjust/Select for the selected submenu.

VOL+: Increase system volume;

Adjust/Select for the selected submenu.

OK: Confirm the selection or enter the next submenu.

U/D: Up/Down overturn of image.

RIL: Right/Left overturn of image,

VGA: Select VGA input as displaying source.

AV: Select AV input as displaying source, including external AV and MP4, However, external
AV owns the priority, if both external AV and MP4 exist, AV signal should be disconnection
before starting to use MP4or fast reverse

MENU: Key interface or shortspress to go back to previous menu

M Select next track or fast forward

4 Select previous track or fast reverse

M : Play and Pause or short press enter sub-menu.

Power on, power off: pressed and hold for over 3 seconds.

Important notice of remote controller

“MP4" button on the remote controller could not start or stop MP4, and could not adjust the
Volume, for above operations, user has to use the panel of micro projector. After entering
MP4, remote controller's MP4 part operations is same as using the micro projector’s panel.
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Operation for speaker base:
1)External speaker case, power
2.0W.The speaker case can get
power from projector directly.
2)Convenient

for Vertical projection (ike ceiling
projection) and Horizontal projection
(wall projection) power it
3)Portable. Projector can play

independently without the speaker

AVinput
case when goes out. Au

Spesker
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4)An AV and audio switching system is installed in the base.

of speaker case, When combined with the projector, please
operate as illustrated.
5)Using the push button in the back of speaker case to separate

the projector from speaker case.

h sembly | vertical projection

horizontal projection
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