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Introduction

Thank you for purchasing the USB 2.0 LCOS Projector. The product
will add a secondary display to your existing Desktop or Notebook
computer running Windows 2000/XP/Vista.The connected display can
act as mirrored or extended desktop of the main display on your PC.
The flexibility of the common USB 2.0 technology saves the need to
open the computer or struggle with compatibility issues related to the
VGA card.

Features

J Color Filter LCOS inside

J Resolution 640X480

J 100c.c. Small in Size

J 80g Light in Weight

J Multi graphics display mode — Primary, Extended and Mirror
J Plug-and-Play USB connectivity

J USB 2.0 compliant

System Requirements

J Pentium 4 / Celeron Family, AMD K6 / Athlon / Duron Family.
1GHz or higher processor.

J 512MB RAM or higher(Higher memory recommended for optimal
performance)

J Available USB 2.0 Port

J Windows 2000 SP4 / Windows XP SP2 / Windows Vista

Package Contents

J USB LED Micro Projector

J USB 2.0 Particular Cable

J CD ( User Menu and driver)
J Tripod

Note

J Unplug the device to your PC or Notebook before executing the
setup or un-installation program.
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Device Installation on Windows

Device Driver Installation
"Note: Pleas:

Jinishes the boot procedure,

plug the projector into the system before the O

orthe driver installation is completed.

Follow these steps to install your new USB 2.0 LCOS Projector:

1. Insert the installation CD and follow the instructions.

2. The dialog will appear. Then press the “Continue” button.

[USE 2.0 Projector -0902 M@tk N

SOFTWARE END USER LICENCE (EUL) AGREEMENT FOR
USE GRAPHICS ADAPTER ENABLED DEVICES

BGOER USB 2.0 Projector -0902 InstallShicld ¥izard

HEE B 2 EEHE
1. YOU SHOULD CAREFULLY READ THE FOLLOWING TERMS
\AND CONDITIONS BEFORE OPENING THIS PACKAGE OR
MNZTALLING THE FROGRAM INTO THE COMETUTER.

(OPENING THIS PACK AGE OR INSTALLING THE PROGEAM =

R Trate WP Tar it et e

< b [T o

3. When the installation -

Is completed, please
reboot the computer.

st—=mf] =

4. After reboot, plug the LCOS Projector into an available USB 2.0
port.(Note *)
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5. And then the icon @ will appear at the tool bar.

6. You should be able to use the LCOS Projector as a secondary
display now.

7. Right click on the icon ‘j , you can select the SE-T A (Primary)
display mode as described at “Function Egigi?ﬂmd?
Description” ,and set the “Hotkey Setting”. i

TEB-V& A (Mo
Hotkey Seth
8. Select your preference keys as the Hotkey of =
the different display modes on the dialog. henit-Dipley Contet T

Note *. There are 2 types of connectors of
the particular USB cable. Please plug the

Hotkey Setting

both connectors to your computer for the ﬁcﬂq?

normal Operatlon. Cancel |

The connector includes power and
signal wires. If only the connector is
plugged, the projector still can work in
darker mode.

The connector only includes power
wires. The projector won't work, if only
the connector is plugged.
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Verification device driver installation

The following procedure allows you to verify the device driver
installation.

Please right click “My Computer” — "Properties” — "Hardware”
"Device Manager”, and then double click "Display adapters”
and "Universal Serial Bus Controllers”.

J It shows a new direction:"USB2.0 Projector-0902” on "Universal
Serial Bus Controllers”.

J It shows two new directions: “USB2.0 Projector-0902(Extend) &
USB2.0 Projector-0902(Mirror)” on “Display adapters”.

-ﬁD'ev'rcr:Manager = |
File Acticn Wiew Help
G| m Homl &

4 Computer

o Disk drives

=By Display adapters |
----- lg‘ Intel(R) 82915G/GV/B10GL Express Chipset Family (Microsoft Ccrpcratiui

Bl USE Projector (Extend)

i ',-5( USB Projecter (Mirrcr]

112133 DVD/CD-ROM drives

- Floppy disk drives

\:H Floppy drive controllers

."T':% Hurman Interface Devices

Fiag [DE ATASATAPRT controllers

ED Keyboards

,ﬂ Mice and cther pointing devices

el Monitors

i_-'}-,i_-? Metwork adapters =

-5 Ports (COM & LPT)

::_‘,..D Processors

%) Sound, video and game controllers

‘ﬁ- Storage controllers

¢ Systemn devices

@ Universal Serial Bus controllers
L., i InteliR} B2801FB/FEM USE Univerzal Host Controller - 2658
6 Intel(R} 82801 FB/FEM USE Universal Host Controller - 2659
ﬁ Intel{R) §2801FE/FBM USE Universal Host Controller - 2654
'i_' Intel(R} 82801 FB/FBM USE Univerzal Host Controller - 2658
i, i InteliR} B2801FB/FEM USB2Z Enhanced Host Controller - 265C
e ﬁ USE Projector
§ USE Root Hub
§ USE Root Hub
§ USERoot Hub i
... USB Root Hub
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Device driver un-installation

Step 1:

Start menu:

Click “Start” — “Control Panel” — “Add or Remove Programs”.
Classic start menu:

Click “Start” — “Settings” —“Control Panel” — “Add or Remove
Programs”.

Select “USB2.0 Projector” item. Click “Remove” button.

Crganize » 122 Views » ©3 Uninstall
{dtgltal Iucker} = ;
G Turn Windows features on or Mame Publizher
- off B 2dobe Flash Player 10 ActiveX  Adobe Systems Incorporated

(577 System Requirements Lab
Wi The KIMPlayer (remove cnly)
E'i USE Projector 2.20,0519.2569 USE Projector

Step 2:
Unplug the device and click “OK” to continue.

Please unplug your USE Projector then click < ORK=,

| [ concel

Step 3:

Select “Yes, | want to restart my computer now” and click “Finish” to

reboot. After reboot, you will complete the driver un-installation.

Inz

200
200
200
200
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Function description

This section describes the main functions provided by the USB LED
Projector.
It supports 3 kinds of Display mode: Primary, Extended and Mirror.

“Primary” Mode

The system’s main graphics adapter will be automatically off. And
the USB LED Projector will now act as the primary Windows
desktop. Please be advised that some display utility and drivers
that be shipped with certain AGP and built-in display adapters may
prevent this option from working on some systems. You can disable
the other utility program (usually found in the same toolbar located
on the bottom right hand corner) to make the function work properly.

“Extended” Mode

The USB LED Projector will work as “Extended” desktop which
extends the primary Windows desktop of your system. You can
change the relative position of the extended desktop under the
Display Properties.

“Mirror” Mode

By setting this mode, the Windows desktop will be mirrored /
replicated to the secondary CRT/LCD monitor. The primary screen
resolution will follow the USB LED Projector setting.

“OFF” Mode
This option disables the USB LED Projector on the system.
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Technical Specifications

Description Specification

Imager

Optical

Power

Inputs

Triped Socket

Operating Temperature

Altitude
Dimension

Weight

05 Compatibility

Technology
Size
Image Resolution

Image Aspect Hatio

Contrast ratio

Uniformity

Color gamut (NTSC)
Projection Distance

Lens Offset

Image Size (normal operation)

LED power

USE Power

Power consumption (W)

Size W xHx D) mm

LCOS
11.1 mm (0.44")
640 x 480 Piels

43

100(Typical)

90%( Typical)

35%

0.2m to Infinite

1:1({None)

50°@ 0.2m, 73.5" (@ 3.0m

27w

1USE : 0.5A

2USB: 1A

aW

UsE

1/4°-20

10°'—27'C (50—80°F)

Sea Level to 1.829 m (6000")
B89.3 x 62.1 x 18.6 {mm)
TBD

Windows 2000/XP/Vista

88 }

oYl

g8 |




IMD-440 USB LED Micro Projector

Q&A

The section describes the common Q&A regarding to installation or
operation of the USB LED Projector.

Q: Why can't we make the USB LED Projector primary display?
A: Some video cards ship their product with a utility that prevents
other video cards from being set as the primary card. Check the
bottom right hand corner taskbar for the utility. Disable the utility
before switching our adapter to be the primary display mode.

Q: Why won’'t my DVD player work when | move it over to the
extended display?

A: Some DVD playback software packages do not support play on
a second display adapter of any kind. You may try to open the
program in the secondary display first before playing the DVD.

Q: How come my video will not play on Media Player if I move it
over to the extended desktop?

A: Check that you have moved the Media Player window
completely over the second screen.

Q: Why does my mouse not move pass the right side of the screen
as it should on extended desktop?

A: Check the display settings and make sure your display number
“2" is on the right side of display number “1”. You can rearrange
how Windows treats each display in relation to each other in
Display Properties settings.

Troubleshooting Tips

The following trouble shooting tips may help if you are experiencing
the difficulties using the device. Contact your dealer for additional
assistance if needed.

Check to make sure that all connectors are plugged in correctly.

Make sure the USB port is USB 2.0.

Try a different USB 2.0 port or another computer.

Check the power led indicator is ON.

Try connecting the adapter directly instead of through the hub.

Unplug all other USB devices from the system.

Make sure to restart your computer after the driver installation.
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Unplug the device and re-insert it.

For better performance on watching DVD on the secondary display,
it is recommended to use the following license free software.

Media Player Classic:

http://sourceforge.net/projects/guliverkli/

For better DVD movies file decoder complied with Windows Media
Player, suggestion the following free software.
http://www.free-codecs.com/download/K_Lite _Codes_Pack.htm
Selecting Primary mode may disable the main system display on
certain Intel graphics solution based computer system.

If you have problems during the boot up process, start your
computer in Safe Mode and un-install the driver. Hold the CTRL
key until the Windows start menu appears and select Safe Mode.

Disclaimer

Information in this document is subject to change without notice.
The manufacturer does not make any representations or warranties
(implied or otherwise) regarding accuracy and completeness of this
document and shall in no event to be liable for any lose of profit or
any commercial damage, including but not limited to special,
incidental, consequential, or other damage. No part of this
document may be reproduced or transmitted in any form by any
means, electronic or mechanical, including photocopying, recording
or information recording and retrieval systems without the express
written permission of the manufacturer.



