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JAVES LCD PROJECTOR

BEFORE USE
Please read this manual carefully before operating the projector and keep
it properly.

Warning
Do not attempt to repair or adjust this equipment except professional worker, and keep the seal
intact, otherwise the service promise invalidation.
Do not use the projector in damp, high temperature, shaking, continually moving places. Oper-
ating temperature is between 5¡ãC to 35¡ãC, and only use it on a level and stable surface,
avoid falling down and hitting acutely.
Only use the projector in dark environment to make sure the imaging effect. The projection
screen should avoid direct irradiation of strong lights.
Do not look directly onto the lens when the projector is in use. Eye damage may occur!
Do not look at laser beam on remote device directly as it may cause eye damage, and do not
make others look it directly.
Keep the fans running before turn off the power to cool the projector.
Do not turn on and off the projector continually, the interval should be longer than 5 minutes.
When instead the bulb, please follow the direction of this manual and cool the projector without
fail.
Do not clog the opening (absorption tube/exhaust pipe) of the projector when use the projector,
otherwise it makes internal temperature increase and impact using term.

Please comply the following items to protract the using term.

Correct using methods
Turn off the power before cleaning the projector
Please use soft cleanser and cloth to clean the shell
Please draw the power line from the electrical outlet, if do not use the projector for a long

Wrong using methods
Clog the exhaust vent.
Use abrasive or cere to clean the projector.
Put the projector in the following places:
place where the temperature too high or low, damp place
place easy to bring dust
place have strong electromagnetic flied
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Product Introduction

Special functions
This projector has the following characteristics:
This product is named front projector, and mainly used in education, commerce and family amuse-
ment. It has high brightness, high contrast, good color revert ability small volume and low noise. It
is also has many special functions, including horizontal plumb keystone correction, parcel mag-
nify, PIP Enable manifold I/O interfaces, manifold language OSD, front and back remote control. It
is the ideal export equipment to computer, DVD player, game player and so on. The image of this
projector can right-and-left or plumb reverse, and the ASPECT RATIO can transition between 4:3
and 16:9.

Appearance of the product
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Control Panel
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Input ButtonAlarm Lamp
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Remote Control with Laser Pointer
Main Function of Remote Control
A: Laser button: Press down the button, the remote control will
shoot   a beam of red laser
B: Power Button
C: Keystone: Press the button, adjusting menu.
D: Menu button: Press it once, the key menu displays, press it
again,  the menu hides.
E: Up-down button: Use the two buttons to move cursor to
increase  or decrease the numerical value of the chosen item.
F: Right-left butoon: Use the two buttons to move cursor to
increase or decrease the numerical value of  the chosen item.
G: Brightness Button
H: Contrast Button
I: Language button for select menu
J: Mute menu
K: Zoom Button for magnifies or reduces the part of image
L: Input Button for signal input.
M, N, O, P, Q: Signal input solely
R: PIP Enable
S: Freeze Button: Press once to keep the current image on
screen, press it again, the image renew.
T: Auto Button: Press the button to automatically adjust com-
puter images to their optimum condition.

Changing the battery of Remote Control

1. Notices about using dry battery
Please use dry battery correctly, broken or liquid leak of battery may cause fire, damnification
and pollution of environment.
Please put the battery in place where children and pets can not touch.
Please use the appointed batteries (No.7 battery).
When put battery into remote control, please pay attention to the direction of the polarity sign
anode (+) and cathode(-), and astall it follow the sign on remote control.
When abandon the battery, please obey the native laws in point.

2. How to load and unload the dry battery

a. Take down the battery cover: unplug the
bolt of cover, and take down it follow the
arrow points.
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b. Encase the dry battery: encase the
No. 7 battery follow the sign + and -.

c. Close battery cover: Press down the
battery cover follow the arrow
andreplace.

3. Operating Methods of Remote Control

Make sure you are within 5meters of the projector, and within range of the infrared
receivers(approximately 30’ to left or right).

Remote control sent signals by infrared. In the condition that there are barriers between
remote control and sensor, the signals can not carry to the projector, so please use projector in
room without barriers.

Within 30 Degrees
Within 30 Degrees

About 5 meters
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Connecting to Additional Equipment

ATTANTION: Wrong connecting way may cause fire, electric shock and damage.
Items should obey:

When you connect additional equipment to projector, please read certain equipment’ s operat-
ing manual carefully.

Before beginning, turn off the projector and computer if they are on. If connect in electrify
condition, it may cause huge noise and malfunction

Wrong connection of input and output ports may cause malfunction, so pay attention when you
connect additional equipment to projector.

Make sure tighten the screws to fix up, when use VGA, DVI connector.

1. Connecting to a computer
When connect with notebook PC, make sure set notebook in RGB exterior images output effec-
tive( set LCD and CRT display together or CRT display).You can read the computer operating
manual to search the details.
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2. Connect to a DVD player

PS: After the system is steady, you should put MUTE utton on remote control, then the attached
voice will output.

3. Connect to a video recorder

PS: After the system is steady, you should pu the MUTE button on remote control, then the
attached voice will output.
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4. Connect to a desktop machine

a. Communicate condition
Make sure the computer serial port set conformably with
the cable serieal port
Signal format: measure up RS-232
VGA cable
VGA port
output
Monitor
VGA port
input
Baud rate: 9,600bps
Data length: 8 bits
Parity check: none
Stop bit: 1 bit
Flow control: none

b. Basic format:
Send the injunction from computer according to the fol-
lowing order: head, data and end.
INJUBCATION FORMAT (HEX)

Setting up the projector

Adjust the height of your image
If the image or screen incline, please adjust the height button. You can adjust the angle between
0 Dgree and 15 Degree.

1. Press the HEIGHT button

V
G

A
 C

able

Monitor
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2. Lift up the projector to adjust the
height, then loosen the height button.
After loosening the button, the height
of image will be fixed.

3. Revolve the focus ring to inching.

Repositioning the Image
1. Use remote control to operate

Keystone Button
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Press Keystone button, you will see the horizontal and vertical trapezium emendation menu.

Use up and down buttons to move cursor, and press right and left buttons to reinstall the emenda-
tion parameter. After setting up parameter, press SELECT  button to save the setting.

2. Enter OSD menu to operate
Press MENU button to enter OSD menu, then press  button 5 times or press DOWN button once
to enter keystone correction menu.

Press SELECT  button o RIGHT  button, the following horizontal and vertical keystone correction
menu will turn up.
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Use up and down buttons to move cursor, while using left and right buttons to rejigger horizontal
and vertical keystone correction parameters. After setting up the parameters, press SELECT  but-
ton to save the result, finally, pres MENU  button to exit the main menu.

Horizontal keystone correction: In the condition that the horizontal keystone correction value is
maximal plus.

Press the button once, the horizontal keystone correction will plus one unit.

Horizontal keystone correction: In the condition that the horizontal keystone correction value is
negative.

Press the button once, the horizontal keystone correction value will decrease one unit.

Vertical keystone correction: In the condition that the vertical keystone correction value plus in-
crease, press the button once, the vertical keystone correction value will increase on unit.
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 Vertical keystone correction: In the condition that the vertical keystone correction value decrease
negative, press the button once, the vertical keystone correction will decrease one unit.

PS:
When V(vertical) value changes in the range of -35~-14 and 14~35,the H(horizontal) value will

always be zero, that means H position is unable to be changed.
When V(vertical) value changes in the range of -13~13,the H(horizontal) value can change to

any value, that means the H position can change between -40 and 40.

Turn on /off the projector

1. Turn on projector
a. Make sure the power line is correctly connect.

Power Socket       Power Cable         AC Plug
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b. Remove the lens cover

c. Connect mainframe power

d. Press the system button [on/off] on control panel or POWER button on remote control. While
press power button once, the fans will go round in high speed, the indicator light (green) flicks and
the projection lamp begins to lighten. After several seconds, the fans’  round speed decrease and
indicator light stops flicking and turns to green, then images project from the lens.

Lamp Power
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e. Circumrotate the zoom ring to adjust image size.

6. Circumrotate the zoom ring to adjust definition of images.

2. Turn off projector

1. Press the system [on/off] button on control panel or the power button on remote control. The
sentence PRESS POWER BUTTON, MENU EXIT  will  turn up to confirm.
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2. Press the system [on/off] button on control panel or the power button on remote control again,
the lamp of projector and indicator light (green) crush out at the same time, the fans’  round speed
increase. After the temperature inside cools for about 1.5 minutes, the fans will stop running
automaticly.

3. The system can automatically taste the temperature of lamp when it is cooling. After the tem-
perature decrease below the stated one (about 1.5 minutes), the fans stop running. System enters
to waiting mode, if you need to cut the power off, put the POWER button to O side.

4. Make sure the indication lighten of system wait mode (green) has died, mount the cap and unfix
the 220V power line.

Main Power

Power
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How to use menu function
Press MENU button on control panel or remote control to use menu function, the main menu will
turn u press the MENU button again to exit the main menu.
No matter you enter which menu image, after perform the work, you can press MENU bbutton to
exit OSD.

1.  Image setting

 Use the RIGHT button or SELECT button to enter next class menu, and then use UP or DOWN
bubutton to select certain item. If the bright line is on the position of  IMAGE SETTING you should
press UP bbutton. If you pres DWON bubutton, you will see PIP ENABLE SETTING.
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Press RIGHT button or SELECT button to enter IMAGE SETTING from main menu, then use UP
button to enter COLOR menu( If COLOR item turns grey, you will enter BIGHT i item), and if you
pres DOWN buttonon, you will en CONTRAST menu.enu.

Use the same way to enter BRIGHT item,  and then press LEFT  and RIGHT buttons to increase or
decrease the bright value. Press SELECT button to save the result and enter main menu, the
default setting is 50.

2. Adjust contrast

Enter CONTRAST item from BRIGHT item. If you press UP button, you will enter BRIGHT item
agian and if you press DOWN button, you will enter GAMMA-MODE.
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3. Select GAMMA MODE

There are three kinds of GAMMA to choose. The image is nature in standard mode, bright in
meeting mode and colorful in cinema mode, you can press SELECT button to save your setting
result.

the contrast value. Press SELECT button to save the setting result and back to main mane, the
default setting value is 50.

After enter CONTRAST menu, you can use LEFT and RIGHT buttons to increase and decrease
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4. Black-level setting

Press DOWN button, you can enter BLACK LEVEL item from GAMMA-MODE  then pres RIGHT or
SELECT  button o enter the next menu. UsUse UP and DOWN buttons to select and press SE-
LECT button to save result and back to main menu. This function is more effective in cinema
mode.
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5. Adjust color

Press DOWN button to enter COLOR item from BLACK item.

After enter COLOR menu, press LEFT or RIGHT button to increase or decrease the color value.
The value increase, the color strong, the value decrease, the color light, the default setting value
is 50. Press SELECT button to save the result and back to main menu.

6. Adjusting tint

Press DOWN button to enter TINT menu from COLOR item.
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After enter TINT item, press LEFT and RIGHT buttons to increase and decrease tint value. The
image color will distortion by the tint value increasing and deceasing, the default value is 0. Press
SELECT button to save the result and back to main menu.

7. PIP Enable setting
Press “ Down”  button in main menu, and then press “ Right”  or “ Select”  button to enter
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The following select use PIP enable function and PIP Enable has singale input fountain. Enter PIP
ENABLE ON/OFF item.

You can operate PIP ENABLE SIZE in the same way. Use LEFT and RIGHT  buttons to enter
menu, press UP button to enter PIP ENABLE SIZE and press DOWN button to enter CONTRAST..

After enter BIGHT  menu, press LEFT or RIGHT button to increase or decrease the brightness
value and then press SELECT button to save result and back to PIP ENABLE SETTING.
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In PIP ENABLE SETTING bright menu, press DOWN button to enter CONTAST.

Enter CONTRAST  menu, and pres LEFT  and RIGHT buttons to increase and decrease contrast
value. Use SELECT  button to save setting result and back to PIP ENABLE SEETING image.

 You can adjust brilliance, color and tint in the same way, as following picture shows:
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Enter BIRHTNESS item, and press LEFT or RIGHT button to increase or decrease bightness
value. Press SELECT button to save result.
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8. Select Aspect Ratio mode

Press DOWN button under PIP ENABLE SETTING  to enter length and width rate, press RIGHT
button or  SELECT button to enter and use UP and DOWN button to select. Press SELECT  button
to save the result and back to main menu. The standard rate is 4:3, the width distortion is 16:9.

9. Adjust image position

Press DOWN button to enter IMAGE SETTING, and then use LEFT or DOWN  button to enter the
mode to select.



25

JAVES LCD PROJECTOR

After enter IMAGE SETTING item, use UP and DOWN buttons to increase or decrease vertical
value, the image will move up and down. Press LEFT or RIGHT button to increase or decrease
horizontal value, the image will move left and right. Use SELECT button to save the setting and
back to main menu.

10. Set image direction
Press DOWN button in IMAGE SETTING menu to enter DIRECTION  item. Press RIGHT or SE-
LECT button to enter select item, then press UP and DOWN buttons to select. Press SELECT
button to save the result and back to main menu. After continually vertical and horizontal overturn,
the image will reach the top.
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11. Magnify the image

Press DOWN button under DIRECTION item to enter MAGNIFY item. Press RIGHT or SELECT
button to enter this mode to select. Press DOWN button to enter AUTOMATIC item.

Press LEFT or RIGHT button under ZOOM item to increase or decrease zoom value. Use SE-
LECT button to save setting result and back to main menu. In the condition that the zoom value
equals to 1, the vertical and horizontal view are all grey, that means it is useless condition.
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In the condition that the zoom value is more than 1, the vertical and horizontal views are useful.
You can press “ Up”  and “ Down”  buttons to select and use “ Left”  and “ Right”  buttons to move
images.

PS£ºThe maximal magnify multiple is 16 times, and you can magnify any part of the image by
vertically and horizontally finding the view.

12. Autosync-Setting

PressDOWN button under MAGNIFY condition to enterautomatic in-phase”  item. Press RIGHT or
SELECT button to enter perform condition, at that time, image will automatically adjust to optimal
condition.
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13. Sync-Setting

Press DOWN button under MANUAL IN-PHASE  menu to ente INPHASE condition. Press RIGHT
or SELECT  button to select.

PS: Sometimes IN-PHASE adjust can not gain the optimal effect, you can handle adjust.
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Press UP and DOWN  buttons to increase and decrease the clock value, and press LEFT  and
RIGHT  buttons to increase and decrease the phasic value, then press SELECT button to save the
result.
PS: The clock is used to adjust image size, and phasic is used to adjust image jam. Commonly,
you can get the optimal value by automatically adjust.

14. Select main input
Press DOWN button twice under main menu to enter INPUT item. Press RIGHTor SELECT button
to enter select items and then use UP and DOWN button to choose input fountain from select
items.

PS: There are 5 kind signal fountains to choose, including computer: VGA and DVI, Video: sepa-
rate-video, S-VIDEO, complex-video

15. Choose PIP Enable input signal generator

Enter MAIN INPUT image, press the DOWN button to enter PIP ENABLE INPUT item. Press
LEFT o SELECT” button to enter select term, then press UP and DOWN to select input signal
generator, press SELECT button to save the setting at last.
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 PS: In the condition the main image is VGA or DVI, PIP Enable input signal generator can choose:
separate-video S-Video, complex-video, VGA and DVI; in the condition that the main image is one
of Separate-video S-Video, complex-video, PIP Enable input signal generator can  only support
VGA and DVI.

16. Lamp mode setting

Enter INPUT image, then press DOWN button to enter setting condition. Press RIGHT button or
SELECT button to enter select term, then use UP and DOWN to select Lamp mode, and press
SELECT button to save the setting.

 PS: In the condition the image is bright in normal mode, the projector is in max power; when in
economy mode, the image is natural and bland, in this condition, lamp using term will go up and
the power rate will decrease.
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17. Choose system reset item
On LAMP MODE image, press DOWN and buttons to enter reset item, which means to return to
the setting condition when the projector output from factory. Use RIGHT or SELECT button to
choose yes or no, and us SELECT button to save the setting.

PS: In the condition that system has
unusually images in working pro-
cess, you can use replace setting
to resolve the question, the lasting
time is about some minutes.

18. Language setting of main menu

 Press DOWN button under SETTING menu to enter LANGUAGE setting. Press LEFT and SE-
LECT buttons to select, and then use UP and DOWN buttons to choose language, and press
SELECT button to save the result.
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19. Basic information of this projector

Press DOWN button under LANGUAGE item to enter INFOMATION item, you can find the basic
information of this projector.

PS: Information of this item will change with input fountain change. When input fountain changes,
distinguish rate, horizontal and vertical ratio will all change, while the software edition can be used
to upgrade only.

About Lamp

When replace the lamp, make sure type of the lamp and then connect with franchiser.
Before replacing the lamp, make sure turn off power and pull out the power line. Wait more than 45
minutes to cool the lamp, or operation in high temperature may cause scald or lamp broken.
Lamp of this LCD projector is mercurial lamp made by grass, so its inside has very high pressure.
This kind high pressure mercurial lamp may break with large noise or unable to lighten by shoot-
ing, gashing, or aging by years. Different kind’ s lamp has different usage timer, some lamps may
break or unable to lighten after a short time usage. On other side, when the lamp is breaking,
scraps may splash to chimney, and gas contains mercurial may transgress through intake.

Please use lamp carefully, because shooting and gashing may cause its broken.

Please replace the lamp early than its usage timer. Long time using or use lamp over its usage
timer may increase the feasibility of broken of lamp. Do not reuse old lamps, or the lamp may
break.
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In the condition lamp break in a short usage time, there may be caused by some other
electric malfunctions. If you meet such condition, please connect with shop or service office.

In the condition the lamp break (make broken noise), please aerate completely.

Pay attention not to breath the air from projector intake or let it come into you eyes or mouth.

In the condition that the lamp breaks (make broken noise), please draw the power pin off and
do consign the sales shop to replace lamp. You should not clean or replace the lamp by yourself
because grass scraps may cause damnification of projector inside, and even cause human injury.

If you want you want to desert the old lamp, please follow the native laws. In common
condition, lamp, grass and bottle can settle off as on kind rubbish, but in some places, lamp is
separate from them, so pay attention to it.

In the condition that the lens cap is discharged, please do not use the projector.

Lamp Replacement
The life span of the projection lamp is standard, if it is used too long time, the image will get darker
and color gets worse. Our company suggests that the user should change the lamp before this
situation appears.

1. Turn projector off and unplug the power cord, wait more than 45 minutes to cool the projector,
and then prepare to change a new lamp.
2. Make sure the projector is cool enough, return it softly, make the underside upturned.
3. Tweak off the screw on the back panel of top cover, and discharge the back panel.

4. Tweak off two screws on top cover, grasp the wire handle as shown and pull the top cover
straight out.



JAVES LCD PROJECTOR

34

5. After replacing new lamp, push fully and squarely into socket, twean down  and fix up the two
screws on the top cover.
6. Replace the cover and tighten the screw on back panel to fix up.
7. Emplace the projector softly and make the top cover upturned.

Maintenance and replacement of air filtter

Maintenance of air filtter

Please clean the air flitter termly, the interval time is about 100 hours.

1. Turn projector off and unplug the power cord.
2. Use vacuum cleaner to clean the air flitter from the mulch cover of it.

Cleaning the air filtter

In the condition that dirt in air flitter affects normal Aeration, please clean the air fliter as follows:

1. Turn projector off and unplug the power cord.
2.  Remove the air flitter from the rabbet.
3.  Put off the flitter, clean it by water. After it dried, replace it.

Items must obey

Before maintenance, make sure to turn projector off and unplug the power cord.Please read “ no-
tices”  of this manual, and maintain in correct way.
In the condition that the flitter is removed, please do not use this projector.
When the air flitter become clogged with dust, the temperature inside will increase, and may
cause wrong work. When this condition occurs, the projector will cut off the power to avoid the
temperature increasing too much.
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Maintenance of projection lens

Lens is an important part of projector. It belongs to exactitude optics compontents.

Keep the lens clean. Use lens cover when projector is not in use. If there is dust on lens, use
a canister of compressed air to remove it. In the condition there are many dusts or finger marks on
lens, you can clean it softly by photograph chammy or lens sheet. You mustn’ t  clean lens by
handkerchief or finger.

Avoid be affected with damp. Lens of projector is easily going moldy. Once it goes moldy, it
will be hard to clean and seriously affect the image quality.

Avoid shaking, high temperature, rain and causticity liquid meet the lens.

Maintains of body and remote control

Please use gauze to clean. In some place with thick dusts, you can use water to clean and then
wipe it by soft gauze. Finally, dry it by dry cloth.
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